NSND16B182

® NUSA SOLAR

BASIC INFORMATION

Format 182.2mmx183.75mm+0.5mm
Diameter  256mm+0.5mm
Thickness 130um+16um(Exclude of the front silver)
Front 0.025mm wide busbars,172+17fingers.
Back 0.025mm wide busbars,200+20 fingers
ELECTRICAL PARAMETERS
T e Maximum =~ Peak Peak  Open-circuit Short-circuit
Efficiency power voltage current Fi/oltage current
__NCell(%) ___Pmpp(W) __Vmp(V) ___Imp(A) ___Voc(V) Isc(A)__
_22610_______ 874_____ 0.6356____13.744_____ 0.7445___13.950 _
.26.00-26.10____8.70_____ 0.6337___ _13.733____. 0.7440 _ __ 13.920 _
.25.90-26.00___ 867 ____ 06321___ 13715 ___ 0.7431 ___13.910 _
.25.80-25.90___ 864 ____ 0.6306____13.694_____ 0.7391 ___ 13.867 _
.25.70-25.80___ 8.60_____ 0.6284___ _13.689_____ 0.7367 ___ 13.859 _
.25.60-25.70___ 857 ____ 06273 __ 13.659_ ___. 0.7358 ___ 13.850 _
_25.50-2560___ 854 _____ 0.6259 __ 13.637____ 0.7334 ___ 13.845 _
.25.40-2550___ 850 ____ 06250 ___13.603____. 0.7330 ___13.833 _
.25.30-2540___ 847 ____ 06228 __ _13.597_____ 07332 ___13.824 _
.25.20-25.30___ 843 ____ 0.6217____13.567____._ 0.7315___13.818 _
.25.10-2520___ 840 ____ 06207 __ 13.535____. 0.7301 ___13.803 _
.25.00-25.10___ 837 ____ 0.6198___ _13.501____ 07292 ___13.790 _
.24.90-25.00___ 8.33_____ 0.6190____13.464_____ 0.7285___ 13.778 _
_24.80-24.90___ 830_____ 0.6182____13.427 ___| 0.7271___13.765 _
_24.70-2480___.827_ ____ 0.6173____13.393_____ 0.7256 _ __ 13.752 _
_24.60-24.70___ 823 ____ 0.6165____13.356_____ 0.7243 ___13.744 _
.24.50-2460___ 820 ____ 0.6157___ _13.319____ 0.7237 ___ 13.735 _
_2440-2450___ 817 ___._ 0.6149____13.282____ 0.7231___13.723 _
Note : Bifacial ratio80%+5%
INTENSITY DEPENDENCE
Irradiance Open-circuit voltage  Short-circuit current  Maximum power
[W/ni] (%] [%] (%]
JJdogo 10000 . 10000 _____100.00
. 800 . €V T80 8033 __
800 9815 5983 60.25
_ A0 %7 MTs 4011 __
20 413 o em 19.63
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PT NUSA SOLAR INDONESIA

kawasan Industri Terpadu Kabil, Jalan Mas Surya Negara VIl No. 10, Desa/Kelurahan Batu

Tel: +62 (778) 8711 052
E-mail: info@ptnusasolar.com

Website: www.nusa-solar.com
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